
FEATURES

The Texcell CT series relay is a PC-mount, high 
switching capacity relay with multiple contact 
configurations from SPST to SPDT. The current 
ratings are from 10A to 30A. Sealed and TMP 
types are also available. 

• High switching capacity — 30A for 1 Form A 

• 2 contact arrangement in 1 Form A or 1 
Form C 

• Sealed and TMP types available 

• Class B and Class F types available as 
options 

SPECIFICATIONS

Contact Data

Item / Arrangement SPST(1a) 
SPDT(1c)

N.O N.C

Rated Load

30A 277VAC
30A 30VDC

2HP 250VAC
1HP 125VAC 

20A 277VAC
20A 28VDC

2HP 250VAC
1HP 125VAC 

10A 277VAC
10A 28VDC

1/2HP 250VAC
1/4HP 125VAC 

Carrying Current 30A 20A 10A 
Max. Switching Voltage 277VAC, 30VDC 
Max. Switching Current 30A 20A 10A 
Max. Switching Power 8,310VA, 900W 5,540VA, 560W 2,770VA, 280W 
Contact Material Silver alloy 



Characteristics (At Initial Value)

Contact Resistance Max. 100mOhm (by voltage drop 6VDC 1A) 
Operate Time (at Nominal Voltage) Max. 15msec. 
Release Time (at Nominal Voltage) Max. 10msec. 
Operating Frequency 20ops/minute 
Insulation Resistance Min. 10MOhm (at 500VDC) 

Dielectric Strength
1,500VAC, for 1 minute between coil and contacts

(for TMP type 2,500VAC)
1,500VAC, for 1 minute between open contacts 

Vibration Resistance
Functional: 9G,10 to 55Hz at double amplitude of 1.5mm

Destructive: 12G, 10 to 55Hz at double amplitude of 
2.0mm 

Shock Resistance
Functional: 10G

Destructive: 100G 
Ambient Temperature -55 to +85°C 
Humidity 45 to 85% RH 

Life Expectancy
Mechanical: Min. 1 x 107 operations
Electrical: Min. 1 x 105 operations 

Weight OPEN Type: 20g, PCB Type: 25g, TMP Type: 30g 

DIMENSIONS

mm (inch)

Open Type

24.2 MAX 16.9 MAX
Terminals
0.8±1.6

Coil Terminals
2-0.9 dia

Terminals 2-1.14 x 1.14

3.30±0.5

30.5
MAX

1 Form A



Dust Cover and Sealed Types

24.2 MAX 16.9 MAX
Terminals
0.8±1.6

Coil Terminals
2-0.9 dia

Terminals 2-1.14 x 1.14

3.30±0.5

30.5
MAX

1 Form C

26.9±0.6 20.2±0.6
3.3±0.5

Terminals
0.8 x 1.6

Coil Terminals
2-1.14 x 1.14
Terminals
2-0.9 dia

31.9
±0.6

1 Form A

26.9±0.6 20.2±0.6
3.3±0.5

Terminals
2-0.8 x 1.6

Coil Terminals
2-1.14 x 1.14
Terminals
2-0.9 dia

31.9
±0.6

1 Form C



TMP Type

32.2
±0.6

18±0.1

27.4±0.6 27.9±0.6 3.6±0.5 Terminals
0.8±1.6

Terminals
1.14 x 1.14

Coil Terminals
2-0.9 dia

6.35±0.1

N.C.

N.O.

COM

1 Form A

32.2
±0.6

18±0.1

18±0.1

27.4±0.6 27.9±0.6 3.6±0.5 Terminals
2-0.8±1.6

Terminals
1.14 x 1.14

Coil Terminals
2-0.9 dia

6.35±0.1

N.C.
N.O.

COM

1 Form C



Dust Cover and Sealed Types

TMP Type

PAD LAYOUT

(bottom view) mm (inch)
Tolerance: ±0.1

Open Type

3-2.1 dia

2-1.1 dia

2.54

15.4
15.4

8.9
3.8

14.0

17.8

1 Form A
4-2.1 dia

2-1.1 dia

2.54

7.7

15.4
15.4

8.9
3.8

14.0

17.8

1 Form C

3-2.1 dia

2-1.1 dia

Com 2 is eliminated on the ”N“ type

2.54

15.4
15.4

8.9
3.8

14.0

17.8

1 Form A
4-2.1 dia

2-1.1 dia

2.54

7.7

15.4
15.4

8.9
3.8

14.0

17.8

1 Form C

2-2.1 dia

2-1.1 dia

2.6

15.24

3.81

13.96

17.77

1 Form A
3-2.1 dia

2-1.1 dia

22.84

3.81

10.2

7.6

13.96

17.77

1 Form C



SCHEMATICS

(bottom view)
Tolerance: ±0.1

Open Type

Dust Cover and Sealed Types

TMP Type

4
6

3 1

2

1 Form A
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1 Form C

4
6
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1 Form A

4

5

6

3 1

2

1 Form C

(Top View) (Bottom View)

COM

N.O.

1 Form A

(Top View) (Bottom View)

COM

N.O.

N.C.

1 Form C



PART NUMBER SYSTEM

CT    1    TMP    -    D12    S    F

    Contact Arrangement
    1: SPDT(1c)
    11: SPST-NO(1a) 

    Contact Current
    Nil: PCB Terminal
    N: NO Common Terminal #2
    TMP: Solder and PCB Terminal

    Coil Voltage
    5, 6, 9, 12, 15,18, 24 VDC

    Identifier
    Nil: Open type
    S: Sealed type
    C: Dust cover type

    Class
    Nil: Class A
    B: Class B (130&deg;C)
    F: Class F (155&deg;C)

NOMINAL LINEUP

Coil Data (at 20° C) 

Nominal
Voltage

VDC

Pick-up
Voltage

VDC (Max.)

 Drop-out
Voltage

VDC (Min.)

Nominal
Current

mA (±10%)

Coil
Resistance

 Ohm (±10% )

Power
Consumption

(W)

Max. Allowable
Voltage
(VDC)

5 3.75 0.5 185 27

0.9W
130% of
nominal
voltage

6 4.5 0.6 150 40
9 6.75 0.9 93 97

12 9.0 1.2 77 155
15 11.25 1.5 58.5 256
18 13.5 1.8 47 380
24 18.0 2.4 36 660

World Products Inc.
19654 8th St. East, Sonoma, CA 95476 USA
Phone: (707) 996-5201 Fax: (707) 996-3380

E-mail: emdsales@worldproducts.com 
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