
Connector
JST:S6B-PH-K-S

*1 Dimensions apply to double shaft models.
*2 Available motor length 31mm～47.5mm
*3 Bipolar winding is available.
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1.8° Unipolar

2 Phase Hybrid Stepping Motor

45D SERIES
42mm (NEMA17)
High Holding Torque Model

SPECIFICATIONS

MODEL
STEP ANGLE VOLTAGE CURRENT RESISTANCE INDUCTANCE HOLDING TORQUE ROTOR INERTIA NUMBER OF PINS MASS LENGTH

deg. V A/ø V /ø mH/ø mN-m g-cm2 Pin g mm

SST45D003X 1.8 13.2 0.3 44 23.6 221 45 6 200 32

SST45D005X 1.8 7.3 0.5 14.5 8.6 221 45 6 200 32

SST45D007X 1.8 4.8 0.7 6.8 4.6 221 45 6 200 32

SST45D010X 1.8 3.3 1.0 3.3 2.3 226 45 6 200 32

SST45D012X 1.8 3.1 1.2 2.6 1.8 237 45 6 200 32

SST45D015X 1.8 2.1 1.5 1.4 1.0 226 45 6 200 32

SST45D103X 1.8 14.7 0.3 49 28 265 56 6 230 35

SST45D105X 1.8 8.3 0.5 16.6 10.5 265 56 6 230 35

SST45D107X 1.8 5.5 0.7 7.8 5.5 268 56 6 230 35

SST45D110X 1.8 3.6 1.0 3.6 2.7 265 56 6 230 35

SST45D112X 1.8 3.3 1.2 2.8 2.1 284 56 6 230 35

SST45D115X 1.8 2.4 1.5 1.6 1.2 265 56 6 230 35

SST45D203X 1.8 18.9 0.3 63 41.5 361 82 6 310 42.5

SST45D205X 1.8 10.8 0.5 21.5 15.5 361 82 6 310 42.5

SST45D207X 1.8 7.1 0.7 10.2 8.0 361 82 6 310 42.5

SST45D210X 1.8 4.6 1.0 4.6 4.0 378 82 6 310 42.5

SST45D212X 1.8 4.2 1.2 3.5 3.2 392 82 6 310 42.5

SST45D215X 1.8 3 1.5 2.0 1.8 382 82 6 310 42.5

DIMENSIONS 

Final Number  0:Single Shaft  1:Double Shaft
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TORQUE RANGE

Operate the motor keeping the motor surface temperature at 100 deg. C or lower.

Modified shaft, custom winding and other modifications are available. Please feel free to contact sales office or sales agent.

1.8° 42mm 45D0

45D1

45D2

NEMA17 Unipolar

STEP
ANGLE SIZE WINDINGS MODEL TORQUE （mN-m） *FREQUENCY at 1,000pps
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SST45D0030  0.3A/Phase
SST45D0050  0.5A/Phase
SST45D0070  0.7A/Phase
SST45D0100  1.0A/Phase
SST45D0120  1.2A/Phase
SST45D0150  1.5A/Phase
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SST45D1030  0.3A/Phase
SST45D1050  0.5A/Phase
SST45D1070  0.7A/Phase
SST45D1100  1.0A/Phase
SST45D1120  1.2A/Phase
SST45D1150  1.5A/Phase
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SST45D2030  0.3A/Phase
SST45D2050  0.5A/Phase
SST45D2070  0.7A/Phase
SST45D2100  1.0A/Phase
SST45D2120  1.2A/Phase
SST45D2150  1.5A/Phase

SST45D0XXX SST45D1XXX

SST45D2XXX

DRIVER：Chopper
SUPPLY VOLTAGE：DC24V
EXCITING MODE = 2 Phase
MOUNTING：With rubber damper

DRIVER：Chopper
SUPPLY VOLTAGE：DC24V
EXCITING MODE = 2 Phase
MOUNTING：With rubber damper

DRIVER：Chopper
SUPPLY VOLTAGE：DC24V
EXCITING MODE = 2 Phase
MOUNTING：With rubber damper
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