
Connecotr
JST:B6P-VH

6 5 4 3 2 1Pin No.

*1 Dimensions apply to double shaft models.
*2 NEMA23 mount (47.14mm hole pitch and 38.1mm pilot boss) is available.
*3 Bipolar winding is available.
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1.8° Unipolar

2 Phase Hybrid Stepping Motor

60D SERIES
60mm (NEMA24)

SPECIFICATIONS

MODEL
STEP	ANGLE VOLTAGE CURRENT RESISTANCE INDUCTANCE HOLDING	TORQUE ROTOR	INERTIA NUMBER	OF	PINS MASS LENGTH

deg. V A/ø V /ø mH/ø mN-m g-cm2 Pin g mm

SST60D110X 1.8 5.9 1.0 5.92 9.2 850	 280 6 0.62	 46.3

SST60D120X 1.8 3.0 2.0 1.52 2.5 880	 280 6 0.62	 46.3

SST60D130X 1.8 2.3 3.0 0.77 1.1 920	 280 6 0.62	 46.3

SST60D310X 1.8 7.3 1.0 7.33 14.0 1320	 440 6 0.88	 55.8

SST60D320X 1.8 3.7 2.0 1.87 3.9 1340	 440 6 0.88	 55.8

SST60D330X 1.8 2.8 3.0 0.94 1.8 1350	 440 6 0.88	 55.8

SST60D410X 1.8 9.2 1.0 9.20 17.4 1790	 590 6 1.02	 67.8

SST60D420X 1.8 4.8 2.0 2.40 4.9 1850	 590 6 1.02	 67.8

SST60D430X 1.8 3.6 3.0 1.19 2.2 1910	 590 6 1.02	 67.8

SST60D510X 1.8 12.6 1.0 12.60 29.0 2560	 920 6 1.40	 87.8

SST60D520X 1.8 6.4 2.0 3.20 8.0 2690	 920 6 1.40	 87.8

SST60D530X 1.8 4.7 3.0 1.55 3.7 2800	 920 6 1.40	 87.8

DIMENSIONS 

Final	Number		0:Single	Shaft		1:Double	Shaft
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TORQUE RANGE

Operate	the	motor	keeping	the	motor	surface	temperature	at	100	deg.	C	or	lower.

Modified	shaft,	custom	winding	and	other	modifications	are	available.	Please	feel	free	to	contact	sales	office	or	sales	agent.

PULL OUT TORQUE CURVE

1.8° 60mm Unipolar

STEP
ANGLE SIZE WINDINGS MODEL TORQUE （mN-m） *FREQUENCY at 1,000pps
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SST60D1100  1.0A/Phase
SST60D1200  2.0A/Phase
SST60D1300  3.0A/Phase
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SST60D3100  1.0A/Phase
SST60D3200  2.0A/Phase
SST60D3300  3.0A/Phase

SST60D1XXX SST60D3XXX

DRIVER	Chopper
SUPPLY	VOLTAGE	DC24V
EXCITING	MODE	=	2	Phase
MOUNTING	with	rubber	damper

DRIVER	Chopper
SUPPLY	VOLTAGE	DC24V
EXCITING	MODE	=	2	Phase
MOUNTING	with	rubber	damper
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SST60D4100  1.0A/Phase
SST60D4200  2.0A/Phase
SST60D4300  3.0A/Phase
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SST60D5100  1.0A/Phase
SST60D5200  2.0A/Phase
SST60D5300  3.0A/Phase

SST60D4XXX SST60D5XXX

DRIVER	Chopper
SUPPLY	VOLTAGE	DC24V
EXCITING	MODE	=	2	Phase
MOUNTING	with	rubber	damper

DRIVER	Chopper
SUPPLY	VOLTAGE	DC24V
EXCITING	MODE	=	2	Phase
MOUNTING	with	rubber	damper
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