Specifications ECACE Series Derating Curve
INPUT SPECIFICATIONS: 120% T T T
Input Voltage Range........cccceevuenn 12V. i i i
24V.... -25 | | i
48V... ‘ oo ¥ 1 1 1
INPUT FIFET. .t Pi Type 0% ”””””i 7777777777 L 7777777777 i 7777777777
OUTPUT SPECIFICATIONS: g B0% == T Pt Poo i
S VOIAGE ACCUITCY .ovveieieiecieieieieii ettt +2.0% max. = — ! 3 3
5-6 WA I I Voltage Balance (Dudl).. +1.0% max. e M z'j;‘)':r%‘::e ,,,,,,,,,,, e ‘
T . Temperature Coefficient ..., +0.05%/°C © T ! ! !
Ripple & Noise 20MHz BW............ccccu...... . ...100mV p-p max. 20% """"*"} ********** :r ********** i"""""‘* ********
DC-DC CONVERTERS S L
ShOrt CirCUIt PrOtECHON. ..v....veeoeeeeeeeee e Continuous 0%
Line Regulation, SINGIE/DUQ........ccovieiriieesieeeeeeee e +0.5% max. 25 0 25 50
Load Regulation, Single? ..+0.5% max. Ambient Temperature('C)
m DUGP. ..ot +1.0% max.
RoHS NOTE:
GENERAL SPECIFICATIONS: 1. Measured From High Line to Low Line
feares R —"
Isolation Voltage...... ..500 VDC min. 3. Measured From Full Load to 1/4 Full Load
o . : : o 4. Maximum case temperature under any operating condition should not
° 5' 6W ISO I a Te d O U T U T ° EffIC lenc TO 82% lSOI.OTIO.n ROSISTONCE .o 10 Oh'.hns exceed 95°C(Plastic Case),100°C(Copper Case).
Switching Frequency 100KHz, min
e 2" x 2" Case e Piln ) ut F||‘|'er' Operating Ambient Temperature RONGE ........c..ccoveeeeereane. -25°Cto +71°C
. . . . De-rating, Above 71°C (Plastic Case)........ Linearly to Zero power at 95°C
d RegUk]Ted OUTpUTS ° COI’]TII’]UOUS ShOI’T CIFCUIT PrOTeCTIOh De-rating, Above 71°C(Copper Case)... Linearly to Zero power at 100°C
Case Temperature (PIastic CASE!) .ouiviririvinieiererieieieenes 95°C max
(COPPEr CASE?) vt 100°C max
COONNG weveiieeieeie e Natural Convection
Storage Temperature RANGE.........ccveeeereeeieeinreeieiensenes -40°C to +100°C
MODEL INPUT OUTPUT OUTPUT INPUT CURRENT EFF DIMENSIONS. ...ttt 2.00 x 2.00 x 0.40 inches
NUMBER VOLTAGE  VOLTAGE  CURRENT  NOLOAD  FULLLOAD 33 S (50.8 x 50.8 x 10.2mm)
WEIGNT ettt ettt ettt nes 51g
EC4CEO]1 5VDC 1000 mA 7.5 mA 545 mA 77
CASE MATERIAL:
EC4CE02 12VDC 470 mA 7.5 mA 585 mA 80 Standard Models........c.cceivnncicccninnienne Non-Conductive Black Plastic
Suffix "M" Models Black Coated Copper with
EC4CEO3 9-18 VDC 15VDC 400 mA 7.5 mA 625 mA 80 2"x2" Non-Conductive Base
EC4CEO4 +12VDC +230 mA 12 mA 575 mA 80
CASE C
EC4CEQS +15VDC +190 mA 12 mA 590 mA 80
All Dimensions In Inches(mm)
Tolerance  Inches: xx= .04, xxx= £.010
EC4CE11 5VDC 1000 mA 5mA 265 mA 78 Millimeters: x= £1.0, .xx= £0.25 (gbog)
. 0.40
EC4CE12 12 VDC 470 mA 5mA 285 mA 82 KoL) e (10.2)
max.
0.040
EC4CE13 18-36 VDC 15VDC 400 mA 5mA 305 mA 82 2"x 2" (PIOAZI)
+ +: +0UT NP* -OuUT
EC4CE14 +12 VDC +230 mA 7.5 mA 285 mA 81 > & o _T_ : _—
COM
EC4CE15 +15VDC +190 mA 7.5 mA 295 mA 81 2.00 BOTTOM VIEW 0.800
(50.8) (20.32)
EC4CE21 5VDC 1000 mA 2 mA 133 mA 78
OO — -
+IN [-IN
EC4CE22 12 VDC 470 mA 2 mA 143 mA 81 (‘13-552)
'
EC4CE23 | 36-72 VDC 15VDC 400 mA 2 mA 154 mA 81 2'x 2" 0.100
(2.54)
0.22
EC4CE24 +12 VDC +230 mA 3mA 142 mA 81 ?5-.200&8 (ggg) (5.6)
min.
EC4CE25 +15VDC +190 mA 3mA 147 mA 81

NOTE: 1. Nominal Input Voltage 12, 24 or 48 VDC

All Specifications Typical At Nominal Line, Full Load and 25°C Unless Otherwise Noted.




