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Axial Flow 40mm TYPE: 40mm x 40mm Return to General Specifications m
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FA010AP T1ype ‘ Ball Bearing 40 x 40 x 10mm
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Model ’ F4010AP-05QCW FA4010AP-12PCW F4010AP-12RCW F4010AP-12SCW FA4010AP-24SCW
ode (0410-5) (0410-12L) (0410-12) (0410-12H) (0410-24)
Rated Voltage
(DCV) 5 12 12 12 24
Operating Voltage 4.5~55 10.2~13.8 10.2-13.8 10.2-13.8 | 20.4~27.6
Range (DCV) 5~5. 2~13. 2~13. 2~13. 4~27.
Rated Current (A) | 018 | 008 | 0.1 012 | 007
Rated Input (W) | 09 | 09 | 1.2 144 | 168
Max Air Volume
3, . 0.1/3.5 0.05/1.8 0.1/35 0.11/3.9 0.11/3.9
(m~/min) / (cfm)
('\ﬁg’)‘ Static Pressure 225 15.7 225 34.3 34.3
A-weighted Noise 30 25 30 33 33
Level (dB) (1m) (Im) (Im) (1m) (1m)
Rotational Freq.
ota lonal Freq 5,200 4,400 5,400 6,200 6,000
(min™)
I(_Ijguer;( pectancy 50,000 (Room temperature/humidity)
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